
KAM  Long throw jet nozzles
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BENEDITO
Design

The jet nozzles of KAM series have been designed 
specifically to provide air diffusion into large spaces in 
HVAC systems.

• Nozzle adjustable manually or either by means of an 
actuator or by means of a thermo-reactive piston to 
avoid air stratification.

• Wall or ceiling mounting for long throw with directional 
control of the air stream.

• Large air volume capacity.

Product advantages:

• Manual version: Total flexibility of adjustment in all 
directions.

• ACTIF version: autonomously thermo-adjustable 
nozzle.

• Benedito DESIGN Jet nozzle with smooth lines that
favor its architectural integration.

 Sport halls
 Halls
 Shopping centres
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CLASSIFICATION

KAM-W Manually adjustable jet nozzle, suitable 
for wall or ceiling mounting. Installation by means 
of hidden screws behind the ring.

KAM-D Manually adjustable jet nozzle, suitable for 
mounting into a visible duct. Connection into a 
circular metallic duct.

KAM-T Manually adjustable jet nozzle, suitable for 
wall or ceiling mounting. Installation by means of 
visible screws. 

...-M5-24/230 Jet nozzle with adjustable angle of 
air supply by means of an On / Off actuator.

…-ACTIF Autonomous thermo-adjustable nozzle 
by means of a thermo-reactive piston.
Time from 30º to 60º: 30 min.
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MATERIAL

Jet nozzle constructed from aluminium. Seal of 
rotation from immutable material, classified M1 and 
F2 as regards fire and smoke safety.

ACCESSORIES

IEH Pressed collar saddle for KAM-D mounting 
into a visible circular duct.

FINISHES

R9016S  Painted white RAL 9016 (60-70% gloss)

R9010S  Painted white RAL 9010 (60-70% gloss)

R9016B  Painted white RAL 9016 (85-95% gloss)

R9006M  Painted aluminum color RAL 9006

(20-30% gloss) 

RAL...  Painted in other RAL colours

SPECIFICATION TEXT

Supply and mounting of manually adjustable long 
throw jet nozzle for wall mounting series KAM-W 
R9010S dim. 125 constructed from aluminium, 
with seal of rotation from immutable material 
classified M1 and paint in white RAL 9010 (60-70% 
gloss) with hidden screws behind ring. 
Manufacturer MADEL.
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160125IEH-KAM-D-125-Diam.

200160IEH-KAM-D-160-Diam.

250200IEH-KAM-D-200-Diam.

315250IEH-KAM-D-250-Diam.

400315IEH-KAM-D-315-Diam.

500400IEH-KAM-D-400-Diam.

RAL
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KAM series
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KAM series
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KAM series
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